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ECLISSI
ECLISSI EB100

CARATTERISTICHE:

1. Condensatore a filo che riduce del 75% gli interventi di 
manutenzione ordinaria
2. Zona esposizione in acciaio inox
3. Mobile senza gruppo frigorifero incorporato dotato di morsettiera
4. Mobile con  gruppo frigorifero incorporato dotato di EASY TOUCH 
CONTROL 

OPTIONAL:

• NUCLEUS - Supplemento per controllo remoto via Wi-Fi
• Kit ruote (4 ruote unidirezionali)
• Imballo in gabbia di legno

OPTIONAL:

• NUCLEUS - Extra charge for remote control via WiFi
• Wheel kit (4 unidirectional wheels)
• Wooden Crate packing

FEATURES:

1. Wire on tube condenser reducing regular maintenance operations by 
75%
2. Stainless steel display surface
3. Cabinet without built-in refrigerator unit equipped with a terminal block
4. Cabinet with built-in refrigerator unit with EASY TOUCH CONTROL
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EB100 I CLASSE eprel ECLISSI con SCHEDA TECNICA.xlsx

REV 0 del

(mm) 1140 -- -- -- -- --

(m
2
) 1,02 -- -- -- -- --

 (kg/m
2) 105 -- -- -- -- --

 (kg/m
2) -- -- -- -- -- --

 (kg/m
2) -- -- -- -- -- --

(kg) 110 -- -- -- -- --

(kg) 125 -- -- -- -- --

(mm) 40 -- -- -- -- --

(mm) 6 - 12 -- -- -- -- --

optional

-- -- -- -- -- --

-- -- -- -- -- --

(kWh/a) 1281 -- -- -- -- --

(W) 250 -- -- -- -- --

-- -- -- -- -- --

(kWh/a) 74 -- -- -- -- --

L : Lunghezza senza spalle - Lenght without endwall  ;   (std) : Standard;  (opt): Optional ; (--) Non disponibile - not available

* Ai fini del dimensionamento dell'impianto frigorifero, per installazioni fino a 3 mobili, aumentare la potenza del 30%

* For the purposes of sizing the refrigeration system, for installations of up to 3 pieces of refrigerated cabinets, increase the power by 30%

Consumo annuo / Annual Energy Consumption : remote version

Classe di Efficienza Energetica /  Energy Efficiency Class:

Consumo annuo / Annual Energy Consumption :

Gas refrigerante per mobili remoti / Refrigerant gas for remote cabinet: R452A, R407F/R407A/R407C, R448/R449, R134, CO2

Potenza frigorifera / Refrigeration power Ø 24 -deft * (Tevap -10°C):

Classe Efficienza Energetica /  Energy Efficiency Class (remote):

Morsettiera / Terminal Block solo per versione remota / only remote version

controllo remoto wifi / wifi remote control: Nucleus

Classe climatica / Climatic class (ISO23953-2):     3 (25°C / 60%UR)

R290

Diametro tubi gas (remoto) / Gas pipes diameter (remote) Φ:

Tensione elettrica / Power supply: 230V / 50Hz / 1P+N +T

Controllo / Control: Easy Touch Control

Lunghezza dell’elemento / Cabinet length:

Superficie espositiva / Display surface: 

Peso senza gruppo / weight without refrigeration unit:

Peso mobile con gruppo / Cabinet weight with refrigeration unit:

Diametro scarico acqua / Water drain diameter Φ:

Gas refrigerante con gruppo / Refrigerant gas cabinet with group:

Carico uniformemente distribuito piano esposizione / Uniformly distributed 

load dispaly surface:

Carico uniformemente distribuito mensole in vetro / Uniformly distributed 

load glass shelves: 

Carico uniformemente distribuito ripiano / Uniformly distributed load 

shelves: 
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